


























Isuzu
Hygrothermograph VR

The unit runs on two C batteries and is equipped with a battery alarm
light. Use the key pad on the front of the base to set the hygrothermo-
graph to the selected chart type. Calibration screws are easily reached
through the metal cage on the right side of the hygrothermograph.
Each unit comes with a supply of 7-day charts. Dimensions: 11"H x
12-1/2"W x 5-3/4"D.

L3126 .t $1495.00
Replacement Pens

Cat. # Description Price
L5280 Blue Ink Replacement Pen ..........ccccooveiiiciiieiiicninns $9.95
L5270 Red Ink Replacement Pen .........cccccevvvvevieeiieesieeninenns 9.95

Hygrothermograph Charts Printed on durable heavy weight coated
stock. Charts are available in one-year supplies in both 7 and 31 day
formats. Celsius or Fahrenheit.

Cat. # Description Price

L5250C
L5250F
L5260C
L5260F

Celsius 7-Day (52 Charts)........cccccoveroveniiiiieiiciiens $73.00
Fahrenheit 7-Day (52 Charts).........ccocoeiiieiiieiiieniene 73.00
Celsius 31-Day (12 ChartS).......cccceovereerereenieneneeee 23.95
Fahrenheit 31-Day (12 Charts)........cccccecirveiieiennenn. 23.95

Arten Mechanical
Thermo-Hygrometer

This small mechanical meter has been

designed specifically for museum

applications. An easy-to-read dial makes it

ideal for display cases. Comes with both

a RH indicator strip and an independent

temperature gauge to assure a high level of accuracy.
Dimensions: 1-1/16"H x 1-7/8"W x 9/16"D.

Cat. # Description Price

L41-100
L41-101
L41-220

CRISIUS. ...vieuieeeie ettt $129.50
Fahrenheit.........cccoveiieeei e 129.50
43% Recalibration Kit.........cccccovvviiiiiiieeciiiiee e 57.90

EXTECH® Thermo-Hygrometer
Triple display with Clock

Attractive design suitable for desktop or wall
mounting. Three LCD displays (Temperature,
Humidity and Time). Max/Min memory with reset
for Temperature and Humidity. Switchable C or F
display and 12/24 hour clock with alarm function.
Complete with built-in stand, wall mounting bracket
and AAA battery.
Relative Humidity

Range: 10 to 85%.

Accuracy: +/- 6%
Temperature

Range: 14 to 140 °F (-10 to 60°C).

Accuracy: +/- 1.8 °F/ 1°C

LI0-40L ...oiiiiiiiii i $120.00

Economy Minidrum R

Hygrothermograph £

Create graphs of critical relative humidity and
temperature data for an economical price! Ideal
for monitoring ambient conditions in laboratories,
museums, and libraries. It's so compact it fits almost
anywhere—including tight spaces such as under
fume hoods or inside environmental chambers.
Minidrum hygrothermograph operates on a 7-day
rotation for a full week of unattended monitoring.
Corrosion-resistant acrylic housing for indoor or
sheltered outdoor use. Humidity sensing coil for
high accuracy and consistent readings. Built-in LCD
clock in base to view time at a glance. Includes: 55
sheets of 7-day, °C chart paper and one AA battery.
Specifications:
Relative Humidity
Range: 10 to 100% RH
Accuracy: 5% from 20 to 90% RH; 7% outside
Sensor: humidity sensing coll
Chart graduations: 5% RH
Temperature
Range: -15 to 50°C / -27 to 122°F
Accuracy: +2°C / £3.6°F
Sensor: bimetallic strip
Chart graduations: 2°C/2°F
Chart rotation
7 day (172 hr)
Use chart paper 52-701 or 52-702
One AA battery (included)
7-5/16"H x 4-7/8"W x 4-5/16"D

Description Price

Power Supply
Dimensions

Cat. #

L52-700
L52-701

Economy Minidrum Hygrothermograph .................. $495.00

Extra Chart Paper, 55 sheets, 3.6"H x 8.1"L .... $39.95 pkg.
5 to 122°F, 7-day rotation, 2 hr increments
Extra Chart Paper, 55 sheets, 3.6"H x 8.1"L ....
-5 to 50°C, 7-day rotation, 2 hr increments
Blue Ink Replacement Pen ..........ccccceoiviiiiciiinciiens $9.95
Red Ink Replacement Pen ........c.cccovveeiiiiiieeiieeneeee, 9.95

L52-702 $39.95 pkg.
L5280
L5270

Dual Display Thermo-Hygrometer

Mid-size thermo-hygrometer with dual display.
Check the maximum or minimum temperature

and indoor humidity reading by pressing the
Max/Min button.

s High/low daily temperature memory.

s Indoor Temperature Range: -10 to +50°C.

s Resolution: 0.1°C/F.

s Humidity Range: 25 to 98% RH.

s Power Supply: Single 1.5V AAA battery (not included)
s Battery level can be recorded as separate channel.
s °C/°F switchable, wall mountable

L82-396 ... $29.95

EXTECH® Humidity / Temperature Pen

Built-in Resistive sensor for RH measurements and Built-in Thermistor
sensor for Temperature measurements. Min/Max record and recall of
high and low temperature and humidity measurements. Clear function
key erases recorded readings. Complete with pocket clip and one
LR-44 button battery.

Relative Humidity: Range: 20 to 90% RH

Temperature: Range: 14 to 122 °F or —10 to 50 °C
Accuracy: +/- 5% RH, +/- 2 °F, +/- 1% ©
LI0-402 oo $85.00

Call 1.800.268.2123 ﬁf} Fax 1.800.871.2397





